Amendments to the Claims 



This listing of claims will replace all prior versions, and listings, of claims in the 
application: 

1. (currently amended) An adhesive tape dispenser comprising: a case body (40) in a 
gun shape containing an adhesive tape (36) therein; 

a drawing means {56) including a trigger (4-5) protruded out of the case body 140) and 
a pair of drums (4-6) rotated by pulling the trigger (45* and rotating In contact with a bottom 
surface of the adhesive tape daO ) to draw out the adhesive tape (36); 

a cutting means (366) including a cutting lever i344 provided adjacent to the trigger 
(45) outside of the case body (46), a lever (33) operated by pulling the cutting lever (34), and 
a cutter (36) provided at a front end of the lever (33) and lowered to cut the adhesive tape 
(36) which has been drawn out by the drawing means (-56); and 

a reverse control means (466) to prevent a backlash of the drums (46) in operating the 
drawing means (56). 

2. (currently amended) An adhesive tape dispenser as claimed in claim .1 , wherein the 
reverse control means (400) comprises back ratchets (410) integrally formed on one side 
surface or both side surfaces of the drums (1-6) and a support latch (53) elastically supported 
by a spring ( 4 36) , with the support latch (53>being engaged with the back ratchets (446), 

3. (currently amended) An adhesive rape dispenser as claimed in claim 1 , wherein the 
cutting means (366) comprises the cutting lever (34) provided outside of the case body (46); a 
dri ving rod (34a) connected to the cutting lever (34); a middle plate (33) hung on the dri ving 
rod (34a); a movable latch (33) having an extension (34) placed over the middle plate (33) 
and a support (36); the levei 1-32 > m a ■■< • (angular form having one end supported by the 
support (36) and including hinge pins 1-33) on which the lever (33) axially rotates and 
protrusions f86) formed at. the other end of the lever 433); the cutter (36* movable up and 
down by the lever (33) and having holes (84) to which the protrusions (86) are fitted; a 

t c re s support idhes pe f din 
pieces (33) integrally extended therefrom in the form of a clip to move up and down the 
■ utrm >clo ■!■;■ 0 m she bp. and a pan of oh-m ptat ; V:- piOv: 1. d iwc- n the k i -'o. > 
and the pressing part (-34) to elastically press and support a top surface of the lever (33). 
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4. (currently amended) An adhesive tape dispenser as claimed in claim 3, wherein 
each of the elastic plates {83) is made of synthetic resin material, and includes a jaw (82b) at 
a front end thereof to force on die pressing part (34), fitting jaws (83ft) at a rear end thereof to 
be fitted with grooves formed on the lever Vi and a s x> mi extension (S3e) in the form 
of a thin panel to eiastically press and support a top surface of die lever (33). 
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